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1000 SERIES STRIP BRACKET
RETROFIT KITS

SPECIFICATIONS
•• CS Bracket Adjusts to any Strip Channel Size  
Between 4.0’’ to 5.5’’

•• Reversible for One, Two, or Three Lamp 
Configurations

•• 4.3 Bracket is Fixed Width of 4.3 Inches.
•• Tek Screw Slots for Easy Lamp Centering
•• Locking Lamp Holder Notches
•• Clip In / Remove Reflectors or Ballast Covers  

without Tools
•• Custom Width Brackets can be Ordered

STANDARD KIT INCLUDES
•• (2) Brackets
•• (5) Tek Screws
•• (4) Sockets

OptionsLamp HoldersBracket Lamp Series 

	 1002 	 - 	 CS	 - 	 T8	 -	 TL3 	 - 	 T8/N

��  T5HO - F54 T5HO
��  T5 - F28 T5
��  T8 - F32 T8

�� TL3 - Tall Shunted Twist-Lock T8  
(used with Instant Start Ballast)

�� TL4 - Tall Unshunted Twist-Lock T8 
(used with Program Start Ballast)

�� TL5 - Standard Twist-Lock T5 
(All 4.3 Kits) 

�� TL10 - T8 to T5 Conversion Holder 
(All CS kits)

�� CS - Adjustable Bracket  
(4 in. to 5.5 in.)

�� 4.3 - Fixed Bracket  
(4.3 in.)

��  T5/H - T5HO Ballast
��  T5/N - F28T5 NPF  

 Ballast
��  T8/L - T8 LPF Ballast
��  T8/N - T8 NPF Ballast
��  T8/PSN -  T8 NPF  

 Program Start Ballast
��  T8/H - T8 HPF Ballast
��  T8/PSH - T8 HPF  

 Program Start Ballast
��  PW - Pre-wired  

 Ballasts to Sockets

��  1001 - 1 Lamp
��  1002 - 2 Lamp
��  1003 - 3 Lamp

Screws &
Sockets

Clip Strip 
Adjustable 
Brackets

4.3 Fixed Bracket
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RETROFIT KITS

2000 SERIES BRACKET

SPECIFICATIONS
•• Two, Three, Four, or Six Lamp Configurations
•• Screws to Top or Side of Troffers
•• Tek Screw Slots for Easy Centering
•• Locking Lamp Holder Notches
•• Rear Notched for Clearance on Ribbed Troffers
•• Clip In / Remove Reflector Without Tools
•• Rounded Edges for Installer Safety

STANDARD KIT INCLUDES
•• (2) Brackets
•• (5) Tek Screws
•• (4) Sockets

OptionsLamp HoldersLamp Series 

	 2002	 - 	 T8	 -	 TL7 	 - 	 T8/N

��  T5HO - F54 T5HO
��  T5 - F28 T5
��  T8 - F32 T8

�� TL5 - Standard Twist-Lock T5 
�� TL7 - Short Shunted Twist-Lock T8 

(used with Instant Start Ballast)
�� TL8 - Short Unshunted Twist-Lock T8 

(used with Program Start Ballast)

��  T5/H - T5HO Ballast
��  T5/N - F28T5 NPF  

 Ballast
��  T8/L - T8 LPF Ballast
��  T8/N - T8 NPF Ballast
��  T8/PSN -  T8 NPF  

 Program Start Ballast
��  T8/H - T8 HPF Ballast
��  T8/PSH - T8 HPF  

 Program Start Ballast
��  PW - Pre-wired  

 Ballasts to Sockets

��  2002 - 2 Lamp Configuration Bracket
��  2003 - 3 Lamp Configuration Bracket
��  2004 - 4 Lamp Configuration Bracket
��  2006 - 6 Lamp Configuration Bracket

Configuration Bracket
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