
POST TOP TENON ADAPTERS
OUTDOOR ACCESSORIES

407-478-3759
www.ilp-inc.com

ORDERING GUIDE:
Square Post Top Tenon Adapter Round Post Top Tenon Adapter

QTY Part # Config. Description QTY Part # Config. Description

PTSQ-KIT
Square 2 3/8" Tenon Adapter Kit 
Single Mounted Fixture PTRD-1090

Round 2 3/8" - 3" OD Tenon Adapter 
Single Mounted Fixture

Square 2 3/8" Tenon Adapter Kit
Two Mounted Fixtures Opposed at 180 PTRD-2180

Round 2 3/8" - 3" OD Tenon Adapter 
Two Mounted Fixtures Opposed at 180

Square 2 3/8" Tenon Adapter Kit
Two Mounted Fixtures at 90* PTRD-2090

Round 2 3/8" - 3" OD Tenon Adapter 
Two Mounted Fixtures at 90*

Square 2 3/8" Tenon Adapter Kit
Three Mounted Fixtures at 90* PTRD-2120

Round 2 3/8" - 3" OD Tenon Adapter 
Two Mounted Fixtures at 120

Square 2 3/8" Tenon Adapter Kit
Four Mounted Fixtures at 90* PTRD-3090

Round 2 3/8" - 3" OD Tenon Adapter 
Three Mounted Fixtures at 90*

PTRD-3120
Round 2 3/8" - 3" OD Tenon Adapter 
Three Mounted Fixtures at 120

PTRD-4090
Round 2 3/8" - 3" OD Tenon Adapter 
Four Mounted Fixtures at 90*

Note: Must use ARM6-S w/ PTSQ Note: Must use ARM6-R35 w/ PTRD

* Excludes Area Light Large Housing (270W & 375W)

SQUARE POST TOP FEATURES
• Square post top adapter for 2⅜" post top tenons
    (concrete, steel, aluminum and composite poles)
• Standard DX2 bolt pattern for affixing ILP Straight Arm (ARM6-S)  
    with use of ILP Area Lights  
• Pre-drilled bolt patterns for single, double, triple and quad arm 
    configurations
• Plug kit included for unused fixture mounting holes.

DETAILS
• Material: Extruded ¼" 6061-T6 Aluminum Alloy 
• Dimensions: 3x3" Square OD by 11.8" tall
• Set Screws: (4) ½-13 Cup Point Type 304 Black Oxide Stainless Steel
• Arm Bolt Pattern: Standard DX2 for ARM6-S mounting
• Cap: Black Nylon
• Color: ILP Bronze

Project Name: Part Number:

ROUND POST TOP FEATURES
• Round post top adapter for  2⅜" - 3" OD tenon  
    (concrete, steel, aluminum and composite poles)
• Removable spacer included 
• Standard DX2 bolt pattern for affixing ILP Radius Arm (ARM6-R1.75)
    with use of ILP Area Lights 
• Available bolt patterns for single, double, triple and quad arm 
    configurations (Including 120° arm configuration)

DETAILS
• Material: Schedule 40¼" 6061-T6 Aluminum Alloy
• Dimensions: 3.5" OD Diameter by 11.8" tall
• Set Screws: (4) ½-13 Cup Point Black Oxide Treated Stainless Steel
• Arm Bolt Pattern: Standard DX2 for ARM6-R1.75 mounting
• Cap: Black Nylon
• Color: ILP Bronze
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